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Hydroscand's new crossover fittings in the 47 series pro-
vide a broader, more flexible product range with connec-
tions for spiral hoses.

The connections in the 47 series require no internal skiv-
ing, which makes installation easier, saves time and re-
quires less equipment. Depending on hose type, connec-
tions can be used entirely skive-free, while some hose 
types may require external skiving. 

The broader product range with more items makes it easy 
for us to install hoses and hose fittings in machinery with 
little space and which requires more compact hose instal-
lations.

All crossover fittings are manufactured in a single piece. 

Correctly performed installation means secure joints; fol-
low the installation instructions on the next page.

CROSSOVER FITTINGS FOR SPIRAL HOSES
SAE J518 code 61
Flange 1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3"

WP MPa 34.5 34.5 34.5 27.6 20.7 20.7 17.2 13.8

PSI 5000 5000 5000 4000 3000 3000 2500 2000

DIA 30.2 38.1 44.5 50.8 60.3 71.4 84.1 101.6

SAE J518 code 62
Flange 1/2" 3/4" 1" 1 1/4" 1 1/2" 2"

WP MPa 41.4 41.4 41.4 41.4 41.4 41.4

PSI 6000 6000 6000 6000 6000 6000

DIA 31.8 41.3 47.6 53.9 63.5 79.4

SUPERCAT
Flange 1/2" 3/4" 1" 1 1/4" 1 1/2" 2"

WP MPa 41.4 41.4 41.4 41.4 41.4 41.4

DIA 31.8 41.3 47.6 53.9 63.5 79.4

TECHNICAL INFORMATION

NBR -40°C to +120°C (standard)
Viton -25°C to +200°C
PU -40°C to +100°C

TEMPERATURE RANGE 

Operating pressure in MPa
1 MPa = 10 Bar = 145 psi

    Hose size WP

inches mm MPa

3/4" 19.0 42.0

1" 25.0 42.0

1 1/4” 32.0 42.0

1 1/2” 38.0 42.0

2” 50.0 34.5

OPERATING PRESSURE
THREE TYPES OF NUTS
Three types of nuts are used in Hydroscand's crossover 
fittings. They are identified by part number suffixes.

Part number without suffix
The connection is supplied with a crimped nut

Part number with suffix 1 (~1)
The connection is supplied with a thrust wire nut

Part number with suffix 2 (~2)
The connection is supplied with a slip-on nut held in place 
by a plastic washer
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INSTALLATION INSTRUCTIONS

2. If the hose type requires skiving, use a skive fer-
rule and pare the hose down to the steel wire.

Ferrule length (L) is shown in the dimension
table. Make sure the steel reinforcement is not
damaged when skiving.

Clean the entire hose from dirt and particles.

1. Cut the hose at right angles; remember that all
connections have a structural dimension (A).

3. Slide on the ferrule until it bottoms.

Lubricate the insert and press it in until it bottoms
when ring (B) abuts the hose.

Then draw the ferrule toward the ring (C).

4. Crimp the ferrule and the connection to the crimp
dimension shown in the table.

Check the external crimp dimension using a cal-
liper gauge.

It is important to use hoses and connections that are 
intended for use together. Hydroscand's hoses and 
connections are tested for perfect fit.

5. Check that the crimping has provided the correct
internal compression according to the crimping ta-
ble using Hydroscand's crimping ABC, part number
9016-XX.

It must be possible to slide the GO part into the
connection as confirmation that it has not been
crimped to much.

It must not be possible to slide the STOP part into
the connection as confirmation that it has not been
crimped to little.

L

C B

A
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Ferrule for non-skived hose with 
4 braids of steel wire.

FERRULE  
4700-04

Part no Hose ID
4700-04-12 3/4”
4700-04-16 1”
4700-04-20 1 1/4”
4700-04-24 1 1/2”

Product group: 440

Straight female. 60° cone 
sealing with o-ring.

G-THREADED IR-O
4701~1

Part no Thread Hose ID
4701-12-12-1 G 3/4” 3/4”
4701-16-16-1 G 1” 1”
4701-20-16-1 G 1 1/4” 1”
4701-20-20-1 G 1 1/4” 1 1/4”
4701-24-24-1 G 1 1/2” 1 1/2”
4701-32-32-1 G 2” 2”

Product group: 440

Straight male 60° cone sealing.

G-THREADED UF
4702

Part no Thread Hose ID
4702-12-12 G 3/4 3/4”
4702-16-16 G 1” 1”
4702-20-20 G 1 1/4” 1 1/4”
4702-24-24 G 1 1/2” 1 1/2”

Product group: 440

90° bend with female thread. 
60° cone sealing with o-ring.

G-THREADED 90° IR-O
4703~1

Part no Thread Hose ID
4703-12-12-1 G 3/4 3/4”
4703-16-16-1 G 1” 1”
4703-20-20-1 G 1 1/4” 1 1/4”
4703-24-24-1 G 1 1/2” 1 1/2”
4703-32-32-1 G 2” 2”

Product group: 440

45° bend with female thread. 
60° cone sealing with o-ring

G-THREADED 45° IR-O
4704~1

Part no Thread Hose ID 
4704-12-12-1 G 3/4 3/4”
4704-16-16-1 G 1” 1”
4704-20-20-1 G 1 1/4” 1 1/4”
4704-24-24-1 G 1 1/2” 1 1/2”
4704-32-32-1 G 2” 2”

Product group: 440

Ferrule for hose with 4 braids of 
steel wire, skive.

FERRULE  
4700-09

Part no Hose ID
4700-09-12 3/4”
4700-09-16 1”
4700-09-20 1 1/4”
4700-09-24 1 1/2”
4700-09-32 2”

Product group: 440

Ferrule for hose with 6 braids of 
steel wire, skive.

FERRULE  
4700-10

Part no Hose ID
4700-10-20 1 1/4”
4700-10-24 1 1/2”
4700-10-32 2”

Product group: 440



5

Part no Thread Hose ID Net Price
4702-12-12 G 3/4 3/4” £4.14
4702-16-16 G 1” 1” £5.37
4702-20-20 G 1 1/4” 1 1/4” £29.65
4702-24-24 G 1 1/2” 1 1/2” £41.05

Unified-threaded. Straight male. 
74° cone sealing.

JIC UF
4714

Part no Thread Hose ID
4714-17-12 1 1/16” - 12 UN 3/4”
4714-19-12 1 3/16” - 12 UN 3/4”
4714-21-12 1 5/16” - 12 UN 3/4”
4714-21-16 1 5/16” - 12 UN 1”
4714-26-20 1 5/8”   - 12 UN 1 1/4”
4714-30-24 1 7/8”   - 12 UN 1 1/2”
4714-40-32 2 1/2”   - 12 UN 2”

Product group: 440

Unified-threaded. 45° bend, 
female. 74° cone sealing.

JIC 45° IR
4717~1

Part no Thread Hose ID
4717-17-12-1 1 1/16” - 12 UN 3/4”
4717-21-12-1 1 5/16” - 12 UN 3/4”
4717-21-16-1 1 5/16” - 12 UN 1”
4717-26-20-1 1 5/8”   - 12 UN 1 1/4”
4717-30-20-1 1 7/8”   - 12 UN 1 1/4”
4717-30-24-1 1 7/8”   - 12 UN 1 1/2”

Product group: 440

Unified-threaded. Straight 
female. 74° cone sealing.

JIC IR
4712~1

Part no Thread Hose ID
4712-17-12-1 1 1/16” - 12 UN 3/4”
4712-19-12-1 1 3/16” - 12 UN 3/4”
4712-21-12-1 1 5/16” - 12 UN 3/4”
4712-21-16-1 1 5/16” - 12 UN 1”
4712-26-16-1 1 5/8”   - 12 UN 1”
4712-26-20-1 1 5/8”   - 12 UN 1 1/4”
4712-30-20-1 1 7/8”   - 12 UN 1 1/4”
4712-30-24-1 1 7/8”   - 12 UN 1 1/2”
4712-40-32-1 2 1/2”   - 12 UN 2”

Product group: 440

Straight male, 60° cone sealing.

NPTF-THREADED UF
4740

Product group: 440
Part no Thread Hose ID
4740-12-12 3/4” - 14 NPT 3/4”
4740-16-16 1” - 11 1/2 NPT 1”
4740-20-20 1 1/4” - 11 1/2 NPT 1 1/4”
4740-24-24 1 1/2” - 11 1/2 NPT 1 1/2”

Unified-threaded. 90° bend, 
female. 74° cone sealing.

JIC 90° IR
4716~1

Part no Thread Hose ID Drop
4716-17-12-1 1 1/16” - 12 UN 3/4”
4716-17-12-18 1 1/16” - 12 UN 3/4” 96 mm
4716-21-16-1 1 5/16” - 12 UN 1”
4716-21-16-18116 1 5/16” - 12 UN 1” 116 mm
4716-26-20-1 1 5/8”   - 12 UN 1 1/4”
4716-26-20-18136 1 5/8”   - 12 UN 1 1/4” 136 mm
4716-30-24-1 1 7/8”   - 12 UN 1 1/2”

Product group: 440
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SAE J518 Code 61.

J518 FLANGE STRAIGHT SAE3
4743

Product group: 440
Part no Flange Hose ID
4743-12-12 3/4” 3/4”
4743-16-12 1” 3/4”
4743-16-16 1” 1”
4743-16-20 1” 1 1/4”
4743-20-16 1 1/4” 1”
4743-20-20 1 1/4” 1 1/4”
4743-24-20 1 1/2” 1 1/4”
4743-24-24 1 1/2” 1 1/2”
4743-32-24 2” 1 1/2”
4743-32-32 2” 2”
4743-40-32 2 1/2” 2”

SAE J518 code 61.

J518 FLANGE 60° SAE3
4747

Product group: 440
Part no Flange Hose ID
4747-12-12 3/4” 3/4”
4747-16-16 1” 1”
4747-20-20 1 1/4”” 1 1/4”
4747-24-24 1 1/2” 1 1/2”

SAE J518 code 61.

J518 FLANGE 67° SAE3
4746

Product group: 440
Part no Flange Hose ID
4746-12-12 3/4” 3/4”
4746-16-16 1” 1”
4746-20-20 1 1/4”” 1 1/4”
4746-24-24 1 1/2” 1 1/2”

SAE J518 code 61.

J518 FLANGE 30° SAE3
4749

Product group: 440
Part no Flange Hose ID
4749-12-12 3/4” 3/4”
4749-16-16 1” 1”
4749-20-20 1 1/4”” 1 1/4”
4749-24-24 1 1/2” 1 1/2”

SAE J518 code 61.

J518 FLANGE 90° SAE3
4744

Product group: 440
Part no Flange Hose ID Drop
4744-12-12 3/4” 3/4” -
4744-12-12-8127 3/4” 3/4” 127 mm
4744-12-12-896 3/4” 3/4” 96 mm
4744-16-12 1” 3/4” -
4744-16-12-879 1” 3/4” 79 mm
4744-16-16 1” 1” -
4744-16-16-8118 1” 1” 118 mm
4744-16-20 1” 1 1/4” -
4744-20-16 1 1/4” 1” -
4744-20-16-8118 1 1/4” 1 1/4” 118 mm
4744-20-20 1 1/4” 1 1/4” -
4744-20-20-8 1 1/4” 1 1/4” 91 mm
4744-20-20-8102 1 1/4” 1 1/4” 102 mm
4744-20-20-8130 1 1/4” 1 1/4” 130 mm
4744-20-20-8168 1 1/4” 1 1/4” 168 mm
4744-24-20 1 1/2” 1 1/4” -
4744-24-20-8118 1 1/2” 1 1/4” 118 mm
4744-24-20-8130 1 1/2” 1 1/4” 130 mm
4744-24-24 1 1/2” 1 1/2” -
4744-24-24-8148 1 1/2” 1 1/2” 148 mm
4744-24-24-8172 1 1/2” 1 1/2” 172 mm
4744-32-24 2” 1 1/2” -
4744-32-24-8172 2” 172 mm
4744-32-32 2” 2” -
4744-32-32-8165 2” 2” 165 mm
4744-32-32-8203 2” 2” 203 mm
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SAE J518 code 61.

J518 FLANGE 45° SAE3
4748

Product group: 440
Part no Flange Hose ID
4748-12-12 3/4” 3/4”
4748-16-12 1” 3/4”
4748-16-16 1” 1”
4748-16-20 1” 1 1/4”
4748-20-16 1 1/4” 1”
4748-20-20 1 1/4” 1 1/4”
4748-24-20 1 1/2” 1 1/4”
4748-24-24 1 1/2” 1 1/2”
4748-32-24 2” 1 1/2”
4748-32-32 2” 2”

SAE J518 code 62.

J518 FLANGE STRAIGHT SAE6
4753

Product group: 440
Part no Flange Hose ID
4753-12-12 3/4” 3/4”
4753-12-16 3/4” 1”
4753-16-12 1” 3/4”
4753-16-16 1” 1”
4753-16-20 1” 1 1/4”
4753-20-16 1 1/4” 1”
4753-20-20 1 1/4” 1 1/4”
4753-24-20 1 1/2” 1 1/4”
4753-24-24 1 1/2” 1 1/2”
4753-32-24 2” 1 1/2”
4753-32-32 2” 2”

SAE J518 code 62.

J518 FLANGE 90° SAE6
4754

Product group: 440
Part no Flange Hose ID Drop
4754-12-12 3/4” 3/4” -
4754-12-12-8100 3/4” 3/4” 100 mm
4754-12-16 3/4” 1” -
4754-16-12 1” 3/4” -
4754-16-12-8140 1” 3/4” 140 mm
4754-16-16 1” 1” -
4754-16-16-8120 1” 1” 120 mm
4754-16-20 1” 1 1/4” -
4754-20-16 1 1/4” 1” -
4754-20-16-8 1 1/4” 1” 90 mm
4754-20-20 1 1/4” 1 1/4” -
4754-20-20-8120 1 1/4” 1 1/4” 120 mm
4754-24-20 1 1/2” 1 1/4” -
4754-24-24 1 1/2” 1 1/2” -
4754-24-24-8114 1 1/2” 1 1/2” 114 mm
4754-32-24 2” 1 1/2” -
4754-32-32 2” 2” -

SAE J518 code 62.

J518 FLANGE 67° SAE6
4756

Product group: 440
Part no Flange Hose ID
4756-12-12 3/4” 3/4”
4756-16-12 1” 3/4”
4756-16-16 1” 1”
4756-20-16 1 1/4” 1”
4756-20-20 1 1/4” 1 1/4”
4756-24-24 1 1/2” 1 1/2”

SAE J518 code 62.

J518 FLANGE 60° SAE6
4757

Product group: 440
Part no Flange Hose ID
4757-12-12 3/4” 3/4”
4757-16-12 1” 3/4”
4757-20-16 1 1/4” 1”
4757-20-20 1 1/4” 1 1/4”
4757-24-24 1 1/2” 1 1/2”
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SAE J518 code 62.

J518 FLANGE 45° SAE6
4758

Product group: 440
Part no Flange Hose ID
4758-12-12 3/4” 3/4”
4758-12-16 3/4” 1”
4758-16-12 1” 3/4”
4758-16-16 1” 1”
4758-16-20 1” 1 1/4”
4758-20-16 1 1/4” 1”
4758-20-20 1 1/4” 1 1/4”
4758-24-20 1 1/2” 1 1/4”
4758-24-24 1 1/2” 1 1/2”
4758-32-24 2” 1 1/2”
4758-32-32 2” 2”

SAE J518 code 62.

J518 FLANGE 30° SAE6
4759

Product group: 440
Part no Flange Hose ID
4759-12-12 3/4” 3/4”
4759-16-12 1” 3/4”
4759-16-16 1” 1”
4759-20-16 1 1/4” 1”
4759-20-20 1 1/4” 1 1/4”
4759-24-20 1 1/2” 1 1/4”
4759-24-24 1 1/2” 1 1/2”

SUPERCAT FLANGE STRAIGHT 
4763

Product group: 440
Part no Flange Hose ID
4763-12-12 3/4” 3/4”
4763-16-12 1” 3/4”
4763-16-16 1” 1”
4763-20-16 1 1/4” 1”
4763-20-20 1 1/4” 1 1/4”
4763-24-24 1 1/2” 1 1/2”
4763-32-32 2” 2”

SUPERCAT FLANGE 67° 
4766

Product group: 440
Part no Flange Hose ID
4766-12-12 3/4” 3/4”
4766-16-16 1” 1”
4766-20-20 1 1/4” 1 1/4”
4766-24-24 1 1/2” 1 1/2”

SUPERCAT FLANGE 60° 
4767

Product group: 440
Part no Flange Hose ID
4767-12-12 3/4” 3/4”
4767-16-16 1” 1”
4767-20-20 1 1/4” 1 1/4”
4767-24-24 1 1/2” 1 1/2”

SUPERCAT FLANGE 90° 
4764

Product group: 440
Part no Flange Hose ID Drop
4764-12-12 3/4” 3/4” -
4764-12-12-8129 3/4” 3/4” 129 mm
4764-16-12 1” 3/4” -
4764-16-16 1” 1” -
4764-16-16-8132 1” 1” 132 mm
4764-16-16-8150 1” 1” 150 mm
4764-20-16 1 1/4” 1” -
4764-20-20 1 1/4” 1 1/4” -
4764-20-20-8150 1 1/4” 1 1/4” 150 mm
4764-24-20 1 1/2” 1 1/4” -
4764-24-20-8135 1 1/2” 1 1/4” 135 mm
4764-24-24 1 1/2” 1 1/2” -
4764-24-24-8106 1 1/2” 1 1/2” 106 mm
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SUPERCAT FLANGE 45° 
4768

Product group: 440
Part no Flange Hose ID
4768-12-12 3/4” 3/4”
4768-16-16 1” 1”
4768-20-20 1 1/4” 1 1/4”
4768-24-24 1 1/2” 1 1/2”

SUPERCAT FLANGE 30° 
4769

Product group: 440
Part no Flange Hose ID
4769-12-12 3/4” 3/4”
4769-16-16 1” 1”
4769-20-20 1 1/4” 1 1/4”
4769-24-24 1 1/2” 1 1/2”

Straight female. 24° cone 
sealing with o-ring.

METRIC DKSO STRAIGHT
4773~2

Product group: 440
Part no Thread Pipe Hose ID
4773-20-12-2 M 30 x 2,0 20 mm 3/4”
4773-25-12-2 M 36 x 2,0 25 mm 3/4”
4773-25-16-2 M 36 x 2,0 25 mm 1”
4773-30-16-2 M 42 x 2,0 30 mm 1”
4773-38-20-2 M 52 x 2,0 38 mm 1 1/4”
4773-38-24-2 M 52 x 2,0 38 mm 1 1/2”

90° bend with female thread. 
24° cone sealing with o-ring.

M-THREADED DKSO 90°
4774~2

Product group: 440
Part no Thread Pipe Hose ID
4774-20-12-2 M 30 x 2,0 20 mm 3/4”
4774-25-12-2 M 36 x 2,0 25 mm 3/4”
4774-25-16-2 M 36 x 2,0 25 mm 1”
4774-30-16-2 M 42 x 2,0 30 mm 1”
4774-38-20-2 M 52 x 2,0 38 mm 1 1/4”
4774-38-24-2 M 52 x 2,0 38 mm 1 1/2”

45° bend with female thread. 
24° cone sealing with o-ring.

M-THREADED DKSO 45°
4775~2

Product group: 440
Part no Thread Pipe Hose ID
4775-20-12-2 M 30 x 2,0 20 mm 3/4”
4775-25-12-2 M 36 x 2,0 25 mm 3/4”
4775-25-16-2 M 36 x 2,0 25 mm 1”
4775-30-16-2 M 42 x 2,0 30 mm 1”
4775-38-20-2 M 52 x 2,0 38 mm 1 1/4”
4775-38-24-2 M 52 x 2,0 38 mm 1 1/2”

Straight male 24° cone sealing.

M-THREADED SKS
4723

Part no Thread Pipe Hose ID
4723-30-12 M 30 x 2,0 20 mm 3/4”
4723-36-12 M 36 x 2,0 25 mm 3/4”
4723-36-16 M 36 x 2,0 30 mm 1”
4723-42-16 M 42 x 2,0 30 mm 1”
4723-42-20 M 42 x 2,0 30 mm 1 1/4”
4723-52-20 M 52 x 2,0 38 mm 1 1/4”
4723-52-24 M 52 x 20,0 38 mm 1 1/2”

Product group: 440
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ORFS STRAIGHT FEMALE
4790

Product group: 440
Part no Thread Hose ID
4790-12-12 1 3/16” - 12 3/4”
4790-16-12 1 7/16” - 12 3/4”
4790-16-16 1 7/16” - 12 1”
4790-20-16 1 11/16” - 12 1”
4790-20-20 1 11/16” - 12 1 1/4”
4790-24-24 2” - 12 1 1/2”

45° bend with female thread.

ORFS 45°
4792~2

Product group: 440

Part no Thread Hose ID
4792-12-12-2 1 3/16” - 12 UN 3/4”
4792-16-16-2 1 7/16” - 12 UN 1”
4792-20-20-2 1 11/16” - 12 UN 1 1/4”
4792-24-24-2 2” - 12 UN 1 1/2”

ORFS STRAIGHT MALE
4795

Product group: 440

Part no Thread Hose ID
4795-12-12 1 3/16” - 12 UN 3/4”
4795-16-16 1 7/16” - 12 UN 1”
4795-20-20 1 11/16” - 12 UN 1 1/4”
4795-24-24 2” - 12 UN 1 1/2”

90° bend with female thread.

ORFS 90°
4791~2

Product group: 440

Part no Thread Hose ID Drop
4791-12-12-2 1 3/16”-12 UN 3/4” -
4791-12-12-28 1 3/16”-12 UN 3/4” 96 mm
4791-16-12-2 1 7/16”-12 UN 3/4” -
4791-16-16-2 1 3/16”-12 UN 1” -
4791-16-16-28 1 3/16”-12 UN 1” 114 mm
4791-20-20-2 1 11/16”-12 UN 1 1/4” -
4791-20-20-28 1 11/16”-12 UN 1 1/4” 130 mm
4791-24-24-2 2” - 12 UN 1 1/2” -
4791-24-24-28155 2” - 12 UN 1 1/2” 155 mm
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ORFS 45°
4792~2

Part no Thread Hose ID Net Price
4792-12-12-2 1 3/16” - 12 UN 3/4” POR
4792-16-16-2 1 7/16” - 12 UN 1” POR
4792-20-20-2 1 11/16” - 12 UN 1 1/4” POR
4792-24-24-2 2” - 12 UN 1 1/2” POR

Approved Not approved Not possible Not Tested

44-series 44-series
Skive Non-skive Interlock Skive Non-skive Interlock

47-series 47-series

1135-83 1142-13
IsoBar 350 CO X-flex IsoBar 42 CO

44-series
Skive Non-skive Interlock

Choose 1115-10-20

Choose 1115-10-24

Choose 1118-12-12

Choose 1118-12-16

Choose 1115-10-32

47-series

1118-02
Gammaflex 5

44-series 44-series
Skive Non-skive Interlock Skive Non-skive Interlock

choose 1115-10-20

choose 1115-10-24

choose 1115-10-32

47-series

1118-12
47-series

1115-10
Deltaflex 4CT Gammaflex 5

Ferrule
3/4"

1"
1.1/4"
1.1/2"

2"

Ferrule
3/4"

1"
1.1/4"
1.1/2"

2"

Ferrule
3/4"

1"
1.1/4"
1.1/2"

2"

44-series
Skive Non-skive Interlock

47-series

1135-13
IsoBar 35 CO

4700-09

4700-09

4700-09

4700-09

4700-09

4700-04

4700-04

4700-04

4700-04

4700-09

4700-09

4700-04

4700-04

4700-09

4700-09

4700-09

4700-10

4700-09

4700-09

4700-10

4700-10

4700-04
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1142-13  ISOBAR 42 CO

Construction
Inner tube:  Synthetic oil resistant rubber 

Cover:  Synthetic abrasion, weather and heat resistant rubber 

Reinforcement: ID 19-25: Four spirals of steel wire 
 ID 32-38: Six spirals of steel wire 

Safety factor: 1:4 
Temperature: -40°C – +121°C 

Design: Wrapped, red and white labels

Applications and characteristics

The hose is suitable for very high pressures in combination with very high impulses and 

equivalent to, or exceeds, SAE 100 R15. 

Part  ID ID  OD Work pr. B end rad.  Weight
number  mm inch  mm MPa mm kg/m

1142-13-12 19,0 3/4" 32,0 42,0 265  1,46
1142-13-16  25,0  1" 38,4 42,0 330  2,04
1142-13-20 32,0 1 1/4" 49,3 42,0 445  3,82
1142-13-24 38,0 1 1/2"  57,3 42,0 530  4,77

Ferrule: 
4700-09-xx (use only with 3/4" and 1")
4700-10-xx (use only with 1 1/4" and 1 1/2")
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1115-10  DELTAFLEX 4 CT

Construction
Inner tube:  Synthetic oil resistant rubber
Cover:  Abrasion, weather, and heat resistant rubber
Reinforcement:  Four steel spirals
Safety factor:  1:4
Temperature: -40°C – +121°C
Design:  Yellow and grey label, wrapped

Applications and characteristics

Flexible hydraulic hose for high pressures in combination with very high pulsations. 
Equivalent to EN 856 4SP/4SH. DNV, MED and MSHA approved).

Ferrule:  

4700-04-xx (use only with 3/4"-2" non-skiving) 
4700-09-xx (use only with 3/4"-2" outer skiving)
4200-19-xx (use only with 3/8"-1" outer skiving)
4200-20-xx (use only with 1 1/4" -2" outer skiving)

Product group:  110

Part  ID ID  OD Work pr.  Bend rad.  Weight
number  mm inch  mm MPa mm kg/m

1115-10-06 10,0 3/8" 21,4 44,5 130  0,78
1115-10-08 13,0 1/2" 24,6 42,5 180  0,93
1115-10-10 16,0 5/8" 28,2 39,0 225  1,17
1115-10-12 19,0 3/4" 32,2 35,0 280  1,48
1115-10-16 25,0 1" 39,7 32,0 340  2,02
1115-10-20 32,0 1 1/4" 45,5 34,5 460  2,46
1115-10-24 38,0  1 1/2" 53,5 29,0 560  3,35
1115-10-32 51,0 2" 68,1 25,0 700  4,55

MED

Ferrule
3/8"
1/2"
5/8"
3/4"

1"
1.1/4"
1.1/2"

2"

choose 1115-10-06

choose 1115-10-10

choose 1115-10-12

choose 1115-10-16

choose 1115-10-08

42-ser ies
SkiveSkive

42-ser ies

Deltaflex 4CT
1115-10

Gammaflex 4
1115-02

Approved  Approved reduced pressure Not Tested

4200-19

4200-19

4200-19

4200-19

4200-19

4200-20

4200-20

4200-20
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1118-12  GAMMAFLEX 5

Construction
Inner tube:  Synthetic oil resistant rubber
Cover:  Abrasion, weather and heat resistant rubber
Reinforcement: Four spirals of high tension steel wire
Safety factor: 1:4
Temperature: -40°C – +121°C
Design: Yellow label, wrapped

Applications and characteristics
-

Ferrule: 

Product group:  

4200-19-xx
4700-04-xx (use only with 3/4" and 1") 
4700-09-xx (use only with 3/4" and 1")

110

Part  ID ID  OD Work pr.  Bend rad.  Weight
number  mm inch  mm MPa mm kg/m

1118-12-10 16,0 5/8" 27,9 42,0 200  1,07
1118-12-12 19,0 3/4" 31,9 42,0 280  1,43
1118-12-16 25,0 1" 38,7 38,0 340 2,20
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Part  ID ID  OD Work pr. B end rad.  Weight
number  mm inch  mm MPa mm kg/m

1135-83-06 10,0  3/8" 19,3 35,0  90  0,56
1135-83-08 13,0  1/2" 22,2 35,0 115  0,76
1135-83-12 19,0  3/4" 31,0 35,0 140  1,32
1135-83-16 25,0  1" 38,4 35,0 150  1,95
1135-83-20 32,0  1 1/4" 45,2 35,0 350  2,50

1135-83 ISOBAR 350 CO X-FLEX

Contruction

Inner tube:  Synthetic oil resistant rubber 
Cover:  Weather- and oil resistant rubber  
Reinforcement: Four spirals of steel wire 
Safety factor: 1:4 
Temperature: -40°C – +120°C
Design:  Orange and green label, wrapped

Applications and characteristics

The hose is suitable for very high pressures in combination with very high impulses. High 

Ferrule:  4200-19-xx (use only with 3/8" -1")
4200-20-20 (use only with 1 1/4")
4700-09-xx
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